
Lockout Function
With the light turned on, press the switch all the way down and hold 
for more than one second. The light will turn off and enter into 
lockout mode. Lockout mode consumes almost no battery power 
and prevents the light from accidentally turning on. Simply press the 
switch and hold for more than one second to exit lockout mode.
NB: If the display button is pressed when in lockout mode, the 

OLED display will show the words “LOCK OUT” as a reminder.

Power Tips
1. With the light switched on, the power indicator will blink once 

every two seconds when power levels reach 50%.
2. With the light switched on, the power indicator will blink rapidly 

when power levels are low.
Note: When the light is being used in ultra-low mode, the blue 

power indicator will turn off to help conserve power.

Thermal protection
As the TM26 is very compact, extended operation in Turbo mode 
will cause the body temperature to continually rise, thus, making it 
too hot to comfortably hold. As a result, Nitecore does not 
recommend using the TM26 in Turbo mode for extended periods. 
The TM26 has an integrated thermal protection circuit which 
prevents overheating. With the light turned on in Search/Turbo 
mode, for user safety and to protect the flashlight from failure, the 
TM26 will automatically reduce its output to prevent overheating 
once it has reached 60 degrees.
Precaution: When the flashlight is hot, do not attempt to cool it by 

submerging it in liquid. Due to the differences in 
internal and external air pressure the TM26 may 
suffer irreparable water damage.

Changing / Charging Batteries
When the power indicator blinks rapidly it means the batteries need 
to be replaced or recharged. Alternatively if the light becomes dim or 
unresponsive to adjustment this also indicates batteries need to be 
replaced or recharged.

Maintenance
Every 6 months, threads should be wiped with a clean cloth followed 
by a thin coating of silicon-based lubricant.

Warranty Service
All NITECORE® products are warranted for quality. DOA / defective 
products can be exchanged for replacement through a local 
distributor/dealer within the 14 days of purchase. After 14 days, all 
defective / malfunctioning NITECORE® products will be repaired 
free of charge for a period of 18 months from the date of purchase. 
After 18 months, a limited warranty applies, covering the cost of 
labor and maintenance, but not the cost of accessories or 
replacement parts. 
The warranty is nullified in all of the following situations:
1. The product(s) is/are broken down, reconstructed and/or modified 

by unauthorized parties.
2. The product(s) is/are damaged through improper use.
3. The product(s) is/are damaged by leakage of batteries.
For the latest information on NITECORE® products and services, 
please contact your national NITECORE® distributor or send an 
email to service@nitecore.com

General Operation
NB: The TM26 utilizes a 2-stage switch similar to a camera shutter 

button. The light’s numerous functions are selected according to the 
depth the switch is pressed.

The TM26 has two modes: Daily mode and Turbo mode. With the TM26 
turned off, pressing the switch partway down will activate Daily mode. 
Alternatively, with the TM26 turned off, pressing the switch all the way 
down will activate turbo mode. The TM26 is turned off by pressing the 
switch all the way down.

Brightness Selection In Daily Mode
1. With the TM26 turned on in Daily mode, press the switch partway down 

to select a brightness level of ultra-low, low, medium or high. The 
selected brightness level will be memorized when the light is turned 
off. 

2. With the TM26 turned on in Daily mode, press the switch partway down 
and hold to enter into turbo mode. A second partway press will revert 
back to the brightness level last used.

Bright Selection In Turbo Mode
With the TM26 turned on in Search/Turbo mode, partway presses of the 
button will cycle between high and ultra-high mode. There is no memory 
function in Search/Turbo mode. 

Momentary Daily / Turbo Mode
1. With the TM26 turned off, press the switch partway down and hold to 

activate Momentary Daily mode. Release the switch to turn the light off 
again.

2. With the TM26 turned off, press the switch all the way down and hold 
to enter into Momentary Turbo mode. Release the switch to turn the 
light off again.

Standby Mode
With the TM26 turned on, press the switch all the way down and release 
within one second to enter into standby mode. In this mode, the light will 
consume small amounts of power to maintain the settings in the MCU 
(micro control unit) but appear to be turned off. When in standby mode 
the power indicator light will flash once every three seconds to show the 
location of the light.

OLED Display
1. When the TM26 is turned on, the OLED display will activate 

automatically and show lumen output, brightness mode, battery 
voltage, battery status, approximate runtime and temperature. After 
displaying this information for several seconds the OLED display will 
turn off. The display can be reactivated by pressing the display switch 
and the information can be cycled through with subsequent presses of 
the switch.

2. When in Standby mode, a single press of the OLED display switch will 
activate the OLED and display battery voltage for 10 seconds.

3. When using Nitecore’s NBP52 high-performance battery pack, the 
actual runtime will be twice the figure displayed on the OLED panel. 

NB: The TM26 has an integrated thermal protection circuit which 
prevents overheating. Please refer to the “Thermal protection” 
section of this manual for details.

Special Strobe / SOS mode and 
Location Beacon
With the light turned on, press the switch all the way down twice in quick 
succession to access strobe mode. When in strobe mode, press the 
switch partway down to cycle through SOS, location beacon and strobe 
modes. To select any of these modes simply release the switch when it is 
displayed. To turn off the light (enter into standby mode) fully press and 
release the switch.
NB: When in any of the special modes, the OLED display will remain on 

to display which mode is being used.

Demonstration mode
When entering standby mode simultaneously press and hold the display 
switch and the on/off switch to enter into Demonstration mode. In 
Demonstration mode, the OLED screen will cycle through the TM26’s 
various messages. Simply press any button to exit Demonstration mode.  
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Operation 

THE PLACE FOR FLASHLIGHT FREAKS 

1. Unscrew removable head to insert 18650 battery with positive ( +) end of 
battery pointing toward the head, then rescrew flashlight head. If your light 
came with a preinstalled battery, remove & discard plastic insulating film.

2. Click the switch to turn flashlight on/off. When the flashlight is on, press and 
hold the switch to cycle through the default or programmed modes. As soon 
as the desired mode is reached, release the button. The selected mode will 
then be set in memory, and the flashlight will return to the memorized mode 
next lime it is turned on.

3. To activate direct access strobe mode, double click the switch at any time 
(direct access strobe is available when flashlight is on or off). Double click 
switch again to change back from strobe mode to previous mode.

4. The switch can be locked to prevent unintended operation. To enter LOCK 
mode, press & hold the switch for 3 seconds when the flashlight is off (LED 
will flash red to confirm LOCK). To unlock, again press and hold the switch for 
3 seconds (LED will flash green to confirm UNLOCKED).

BRAVO-P UserGuide 

Programming Modes 

By default  BRAvo-P has 5 tactical/brightness modes (high, med, low, 

candle and SOS) plus strobe, which is always available and not pro

grammable. Use program mode to select which of these modes that you 

want the flashlight to use. To enter program mode, start with the flashlight 

off and quickly click the button 5 times. The LED indicator will then flash red/ 

green to indicate you are in program mode. The flashlight will then cycle 

through the 5 programmable modes. As each mode comes on, simply single 

click to keep/program that mode or double click to omit/deprogram that 

mode. If you select a mode, the LED indicator turns green for 2 secs, and if 

you cancel a mode, the LED turns red for 2 secs. After running through the 

selection process for all 5 modes, the indicator flashes red/green to confirm 

programming is complete. If no action is taken for 30 secs, the flashlight will 

be turned off and the programming will be canceled. To reset to factory 

default mode, start from off and quickly click the switch 10 limes. 

Motion Sensor 
BRAVO·P has a built in motion/vibration sensor. When it senses movement, 

the switch button lights up momentarily so you can easily find the button in 

the dark. To turn this feature on or off, just quickly triple-click the button. 

LED Power Level Indicator 
Solid Green: 20 - 100% power level. 

Solid Red: 10- 20% power remaining. 

Blinking Red: Less than 10% power remaining - Time to Recharge! 

Charging 

Connect USB-C cable to power port and power source to start charging. 

Charging time: 3-4 hrs. The flashlight can operate while charging. 

LED indicator will be solid red when charging and green when full. 

Thank you for purchasing a quality 111'.FTACTICAL LED flashlight! v.1.2 
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